DSCUSB AASCELL

The DSCUSB is a compact, high performance digital strain gauge signal conditioner with USB connectivity
intended for applications requiring high accuracy and repeatability measurement. A robust IP50 ABS housing
makes this USB load cell converter suitable for all environments. By simply connecting the DSCUSB to a PC,

data can be extracted from most strain gauge bridge input sensors and acquired using software that allows data
manipulation eliminating the need for amplifiers, filters and multimeters. No additional power supply is required

as power is drawn from the USB bus.
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. CHARACTERISTICS
e High stability for superior performance.
e USB strain gauge interface: the device appears as a virtual communication port.
. e Simple and easy to connect to your strain gauge sensor
y'/
53 e Multiple devices can be used with one PC
’ e Supplied with 1.5m USB to Micro USB cable
e Free DSCUSB to USB strain gauge conversion toolkit software
e Compatible with most load cells and sensors
o Non-expert maintenance
e Windows driver DLLs available
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FUNCTIONS

e With the appropriate drivers installed, the DSCUSB appears as a virtual serial port to the PC.

e By simply connecting the device to a PC, data can be extracted from most strain gauge bridge input

sensors and acquired via software that allows data manipulation eliminating the
filters and multimeters.

need for amplifiers,

e Stand-alone module equipped with a 9-way "D" type socket for load cell and optional temperature
sensor connections. Micro USB socket accepts a USB cable with "A" type connector at the PC end.

OPTIONS

. "j§,t\rain gauge to USB converter in the box
>

L}j“St‘rain gauge to USB converter with 4.5 mV /V sensitivity housing
Module without housing
45mV/ V/ sensitivity without casing
szd[{lg\i}vithout enclosure without field connectors
Strain gauge to USB converter without label Enclosure
DIN rail mounting kit ‘

Digital temperature sensor module for wiring to DCell / DSC
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