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T24-AO1 

      CHARACTERISTICS 

• Provides analogue output from a T24 wireless transmitter 

• Wireless range up to 800 m (2600 ft) for the industrial version T24-AO1i and up to 100 m (330 ft) for the 

desktop version T24-AO1 

• 0-10 V, 0-5 V, 4-20 mA, 0-20 mA, ± 10 V ± 5 V configurable analogue outputs 

• Up to 2000 per second update rate 

• Easy wireless configuration and calibration 

• Desktop and bulkhead mounting options provide simple 2-part screw terminal connections 

The T24-AO1 receiver converts data from a T24 wireless transmitter module into an analogue output and is part 
of the T24 modular telemetry system. Data from any of the transmitters in the T24 range can be used. The T24-
AO1 offers, as standard, a user option of analogue outputs ; 0-10 V, 4-20 mA, 0-20 mA, ± 10 V, ± 5 V. The choice 
of a desktop or IP67 sealed housing allows you to select a module to suit your individual application. The T24 

toolkit provides a quick and easy way to configure the scaled analogue output from any input on the 
engineering unit. 
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      FUNCTIONS  

• The T24 telemetry product range provides remote measurement of a variety of inputs, allowing 

the results to be transmitted to a computer or PLC or feeding data to other T24 modules that 

provide their own outputs, such as analogue, serial ASCII or LED displays. 

• The radios operate in the license-free 2.4 GHz band and are approved for European, IC and FCC 

use. 

• Flexible transmission rates and low power usage allow longer battery life for remote modules 

• Free Toolkit software provides simplified module configuration and other free software provides 

logging and viewing functionality for Windows PCs 

 

      OPTIONS 

• Wireless desktop receiver with analogue output 

• Industrial wireless receiver with analogue output  
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