T24-GW1 AASCELL

The T24-GW1 is a gateway that provides a standard serial interface to collect data from up to 100 transmitter
modules in a T24 telemetry system using the Modbus RTU protocol or a simple ASCII protocol. Data sent by the
transmitter modules can be used by multiple receivers such as displays, handheld readers, analogue outputs,
relay modules and computer interfaces. The receivers support common industrial power supplies and are
E available in rugged IP-rated housings with internal antennas optimised for exceptional coverage. The T24-GW1
| supports RS232 and RS485 connectivity. Simple commands are available to wake, sleep and hold awake the T24
transmitter modules.
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| CHARACTERISTICS
“ e Modbus RTU or ASCIl interface (RS232 / RS485)
Collects data from up to 100 transmitters
Stores data that can be requested by a Modbus system
Quick and easy to install
Wireless configurati/gﬁ
e License-free 2.4 GHz radio
e Wireless range up to 800 m (2600 ft.)
e External power supply (9-32 volts)
e Waterproof to IP67
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FUNCTIONS
e The T24 telemetry product range provides remote measurement of a variety of inputs, allowing
the results to be transmitted to a computer or PLC or feeding data to other T24 modules that
provide their own outputs, such as analogue, serial ASCII or LED displays.
. e The radios operate in the license-free 2.4 GHz band and are approved for European, IC and FCC
- use.
"-1 pr ¢ Flexible transmission rates and low power usage allow longer battery life for remote modules
e Free Toolkit software provides simplified module configuration and other free software provides
logging and viewing functionality for Windows PCs
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