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ASWWSERF 

      CARACTERÍSTICAS 

 Dimensión de la plataforma: 750 x 561 mm. Altura 58 mm. Peso: alrededor de 28 kg. 
 Superficie de carga: 750 x 450 mm. 
 Máxima manejabilidad.  
 Estructura robusta, realizada en aluminio especial, que garantiza ligereza y las hacen adecuada aún en 

condiciones de trabajo extremas. 
 Cable con conector rápido, lado plataforma. 
 Células de carga inoxidable. 
 Grado de protección general IP68. 
 Robusto visor de peso integrado a la plataforma y protegido a través de una caja hermética IP68. 
 Módulo radio integrado a la plataforma para la transmisión del peso al visor a distancia o dispositivo 

externo. 
 Ruedas integradas para el transporte y la colocación fácil. 
 Alimentación: batería interna recargable (autonomía alrededor de 40 horas), protegida en caja hermética, y 

cargador de batería en dotación (no se puede utilizar como alimentador). 
 Goma vulcanizada antideslizante aplicada bajo la plataforma, para máxima calidad en cada tipo de 

superficie. 
 Las plataformas WWS estan cubiertas por la Patente: núm. 1.342.302. 
 Disponible aún en versión HOMOLOGADA CE-M. 

Plataformas sin hilos proyectadas para la realización de equipos pesa ruedas y ejes, sin cables de conexión entre 
plataformas y visor. Aptas para pesar vehículos de grandes dimensiones (furgones, camiones, vehículos cisterna, 

camiones de gran tonelaje etc.); muy robustas y precisas en cada detalle. 
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Versiones disponibles 

Código 
l x w x h 

(mm) 
Max 
(kg) 

d 
(kg) 

 
(kg) 

d HR 
(kg)* 

ASWWSE6TRF-6 750x450x58 6000 2 2 0.2 
ASWWSE10TRF-6 750x450x58 10000 5 5 0.5 
ASWWSE15TRF-6 750x450x58 15000 (12500**) 5 5 0,5 

 
(*) Estas divisiones se obtienen sólo con las respectivas opciones. 
(**) Con la homologación ECEM, Max=12500 kg 
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WWS-R: Aluminium ramp for entry and exit. 
 
The integral folding ramps, useful to facilitate positioning up 
and down vehicles with small diameter wheels or moved with 
the engine off. Dimensions 500x150x30mm   
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ASWWSDUAL: Second platform option 

The WWSDUAL option allows you to connect the analog WWS 
pad directly to the WWS RF pad, without adding modules or 
batteries, achieving a compact axle weighing scale, versatile 
and lower cost. 
 
You can use the integrated indicator to totalize axles manually 
or by remote control, to connect via Bluetooth with tablets and 
smartphones, or to pair scales and create an axle weighing 
station using the weight indicators in a suitcase.  
 

 

            LEGAL FOR TRADE APPROVED VERSIONS  

 The pads are for legal for trade use: 
 - In the single-pad systems, not used to weigh vehicles. 
 - In the wheel weighing systems in which the number of pads is equal to the number of vehicle wheels. 
 - In the axle weighing systems composed of one or more multiples of WWS pads, except possible limitations of 

use for some European States. 
 The CE-M legal for trade divisions indicated in the "version" table are available with ECEM option. ECEM option is 

needed for each legal for trade pad of the system. 
 Legal for trade systems with more than one WWS are fitted with the approval of the weight sum and related 

division:Sample for a 4 pads system Single CE-M Pad: Max=1500kg and e=0,5kg  CE-M SUM: Max=6000kg and e=2kg 
 

APP ANDROID 
 
In the example, an application with a wireless 
platform, WWSDUAL option, analog platform, 
Bluetooth BLTH and DINI SMART AXLE weighing 
app. 
 

 


