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A 1605 mm F 493 mm 

B 1529 mm G 71 mm 

C 917 mm H 363 mm 

D 102 mm I 493 mm 

E 46 mm J 635 mm 

iDim Plus 

The iDimesion Plus system is capable of measuring the dimensions of boxes, bags, tubes, flat objects and 
irregularly shaped packages quickly and accurately. The system can also be connected to a USB barcode 
reader with keyboard emulation to manually initiate measurement and add data. It includes data extraction 

modes and TCP, HTTP and keyboard emulator software as optional methods of integration with existing ERP, 
TMS and WMS systems. 
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      FEATURES 

• Easy to assemble with limited operator training required, and can be up and running in as little as 30 minutes 

• Displays dimensions in less than 0.2 seconds 

• Requires virtually no special alignment or special handling while setting up a package for increased 

throughput with adjustable scan zone and area of interest of interest 

• Includes a 7-inch (178 mm) USB touch screen monitor: 

o Displays dimensions, image, status and weight (if scale is connected directly) 

o Installation and initial setup wizard 

o Access to operator controls and functions 

o Sizes packages to 5 mm (0.2 in) Legal for Trade o Commercial accuracy 

o Commercial accuracy 

• Sizes irregular shaped packages and poly bags to an accuracy of 0.5 in NTEP Legal for Trade accuracy by 

automatic recognition 

• Legal for Trade measurements do not determine the minimum and maximum measurement capacities 
available. 
 

NOTE: The feasibility of the order is verified by our technicians upon shipment of the respective 

module. 
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      SPECIFICATIONS 

• Power requirements: 

o 110-240 V external power supply, US power cord. 

• Object colors: 

o All opaque containers. 

• Measurement time: 

o 0.2 seconds, scale settling times vary by manufacturer. 

• I/O ports: 

o (1) USB A port 

o (1) Ethernet 10/100/1000 Base-T port 

• Software integration: 

o API and SDK files available for networked device integration. 

• Content: 

o iDimension Plus, calibration object, USB display and US power cable. 

• Operating temperature: 

o 32° F to 104° F (0° C to 40° C). 

• Two-year limited warranty 

• Approvals: 

o NTEP 19-040A2 

o CE 
o OIML, MID, NMI 

 

  POLE ASSEMBLY 

Model 1.2 m 1.5 m 

Platform Distance 1200 mm 1500 mm 

Min/Max Min Max Min Max 

Length 30 mm 1000 mm 30 mm 1200 mm 

Width 30 mm 600 mm 30 mm 800 mm 

Height 0 mm 600 mm 0 mm 700 mm 

Division 5 mm 5 mm 

  

 

iDim Plus 
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