SE/SEI ASCELL

Platforms specifically designed to intensive use, the platforms are equipped with 4 shear beam load cells for
optimum reliability and accuracy. It can be used on ground or recessed. The platform design increases strength
while reducing weight compared to a classical structure.

(129 )(1pes] C€ (c3)

CHARACTERISTICS

| SIPLATFORM:
| - Frame: steel painted antioxidant.
r * Surf mbossed top sheet welded for added strength.
~ | - Painting: high quality synthetic, antioxidant in black satin.
» Cable:'5 m between-addition and display box
r « Junction box: IP67 protection guarantees.
« European Conformity: According to the classical definition of a platform according to guide WELMEC 2.4.
¢ Cells: 4 Cell Model CS (IP67) protection of special steel with chemical nickel.
' « Cells C3 certified with 1 year warranty.
i » 4 galvanized adjust_able feet that allow it to be levelled from the top without removing the plate or other items.
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SEI PLATFORM:

« Structure: Fully stainless steel AISI 304.

* Surface: smeo];h upper plate, removable for easy access to the installation, repair and cleaning of the platform.
- Cable: 5 m between addition and display box

« Junction box: IP68 protection guarantees.

« European Conformity: According to the classical definition of a platform according to guide WELMEC 2.4.

* Cell: 4 Cell CSI model (IP67) stainless steel.

» Cells C3 certified with 1 year warranty.

« 4 stainless steel adjustable feet that allows levelling and installation on the floor or recessed.
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These specifications are subjected to changes, due to continuous improvement of the design.
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SE/SEI

ASCELL

AVAILABLE VERSIONS

Model Dimmensions (cm ) Height (cm ) Capacity (kg ) Divisions (g)

SE / SEI 100 x 120 110 1500/ 3000 200/ 500
- SE / SEI 150 x 120 110 1500/ 3000 500/ 1000
: SE / SEI 150 x 150 110 1500/ 3000 500/ 1000
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— Frame Option
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Ramp Option

CSI1 1P68 Load Cell for SEI
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