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Platform with extra -thin profile that eases the handling of pallets and forklift trucks.
on autocentered pivoting feet.
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CHARACTERISTICS

«  “ZI"model : The finishing’s using stainless steel AISI 304 guarantee an effective protection against corrosion
in critical environments

» Dismountable platform “that eases the access to load cells and the junction box
e Designed to work with one or two ramps
e Junction box using guarantees IP68 protection for “ZI” Model and IP67 for “Z” Model.
-+ Static overload limit in-the load cell
e 4 CSload cells — “Z” model- (IP67) or CSI (Stainless steel including laser welding) -"ZI” model- (IP68).

AVAILABLE VERSIONS
Model (AxB) (mm) (C)*(mm) Capacity (kg) Divisions (gr.) (D) (mm) (E) (mm)
Z/Z] | 1000x1000 60 150, 300, 600 | 50, 100, 200 1200 120
Z/Zl | 1250x850 60 150, 300, 600 | 50, 100, 200 1050 120
Z/Zl..| 1500x1250 65 600, 1500 200, 500 1450 120
Z/Z| | 1500x1500 65 600, 1500 200, 500 1500 120

* At level C we have a distance between the bottom of the scale of 2cm to the ground

2 cm the anchor plate of 5mm.

, staring at this distance of

OPTIONS

Z model: CSl load cells in stainless steel (IP68).
Z/Z| models: Other dimensions or capacities.

www.ascellsensor.com
info@ascellsensor.com

Tel: (+34) 93 776 60 89
Fax: (+34) 93 775 14 72

These specifications are subjected to changes, due to continuous improvement of the design.
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